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GENERAL CHARACTERISTICS 
The P type float flow meters are dedicated to the 
flow measurement of water, air and all 
compatible fluids. 
The target markets are the chemical industry, 
water treatment and industrial fluid networks. It 
has a stainless steel 316 L construction, a stainless 
steel 316 float and a glass tube. BSP threaded 
connections, vertical mounting, bottom-up flow. 
 

AVAILABLE ITEMS 

DN Water measuring range 
(l/min) 

3/8" 0.1 – 1 

1/2" 1 – 10 

3/4" 2 – 20 

1" 5 – 50 

1"1/4 10 – 100 

1"1/2 20 – 200 

2" 40 – 400 
 

LIMITS OF USE 

Max. allowable pressure (PS) 6 bar 

Max. allowable temperature (TS) 100 °C 

Viscosity < 100 cp 

 

CONSTRUCTION 

Item Material 

Body Stainless steel 316 L 

Gaskets FKM 

Floater Stainless steel 316 

Tube Glass 

 

OPTIONS 
Alarm connectors 
PP, PVDF and PTFE bodies 
PP, PVDF and PTFE floats 
 

MOUNTING 
Vertical mounting, bottom-up flow. 

 
 
 
 
 
 
 

DIMENSIONS (mm) 

DN L H 

3/8" 200 165 

1/2" 240 200 

3/4" 280 240 

1" 280 240 

1"1/4 280 240 

1"1/2 305 240 

2" 315 240 
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CHARACTERISTICS 
The SPR40 separator is used to eliminate water, oil and dust 
particles on steam and compressed air distribution pipework. 
It permits to get a clean fluid and protects the downstream 
sensitive equipment such as pressure reducers, control valves, 
instrumentation equipment. In case of use on steam, it 
permits to get a dry steam and thus improves heat exchange 
efficiency. 
The SPR separator is dimensioned according to the AD 
Merkblatt 2000 code and the EC 97/23 Directive. It has a 
carbon steel construction with flanged connections. The 
device lowest point has to be equipped with a condensate 
drain for steam and liquid drain for compressed air. The 
highest point can be equipped with various accessories. 
It is necessary to think about an adequate support of the 
separator, based on its weight. 
 
 

AVAILABLE ITEMS 
DN 15 to DN 100 PN40 flanged connection 
DN 100 to DN 150 carbon steel and stainless steel on request 
 
 

EC 97/23 DIRECTIVE CATEGORY 

DN 15 20 25 32 40 50 65 80 100 125 150 

Category Cat. I Cat. I Cat. I Cat. II Cat. II Cat. II Cat. II Cat. III Cat. III Cat. III Cat. III 

 
 
LIMITS OF USE 

Max. allowable AIR pressure 40 bar 

Max. allowable AIR temperature 20 °C 

Max. allowable STEAM pressure 32 bar 

Max. allowable STEAM temperature 250 °C 

Hydraulic test pressure 60 bar 

 
 
CONSTRUCTION 

Body Carbon steel 

Base Carbon steel 

Flanges Carbon steel 
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