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CHARACTERISTICS 
The LT201 level switch is dedicated to the level control of tanks under pressure. The float movement activates 
a REED switch that permits the start-up or shut-off of a pump, the opening or closing of a solenoid valve or an 
electric actuator, the activation of an alarm. Horizontal mounting on BSP threaded 1"1/2 tapped installations. 
 
 
AVAILABLE ITEMS 
1"1/2 BSP connections 
 
 
LIMITS OF USE 

Max. allowable pressure (PS) 30 bar 

Min. / Max. allowable temperature (TS) -20 °C / +150 °C 

Min. fluid density 0.7 

Protection IP 65 

 
 
CONSTRUCTION 

Item Material 

Body AISI 316 stainless steel 

Float AISI 316 stainless steel 

Junction box AISI 316 stainless steel 

 
 
ELECTRICAL CHARACTERISTICS 

Contact form SPDT 

Operation mode The float closes the NC circuit 

Cutting capacity (power) 
3 A@250 V AC 

3 A@30 V DC 
 
 
DIMENSIONS (mm) 

A 150 

B 92 

C 100 

D 64 

E 40 

 



+45 75 12 62 74 - www.lauridsenindustri.com - Denmark

Ref. 290106N

LT201 type STAINLESS STEEL LEVEL SWITCH

SPR40 type CARBON STEEL SEPARATOR 

Technical data given for information purpose only. May be subject to alteration without prior notice 

 

SECTORIEL S.A.  
45, rue du Ruisseau 
38290 Saint Quentin-Fallavier – FRANCE 
Tel.: +33 474 94 90 70 – Fax: +33 474 94 13 95 
www.sectoriel.fr / email: sectoriel@sectoriel.fr 

Page  1/2 
Ref. FT 1560A GB 
Rev. 5 
Date 05/2011 

CHARACTERISTICS 
The SPR40 separator is used to eliminate water, oil and dust 
particles on steam and compressed air distribution pipework. 
It permits to get a clean fluid and protects the downstream 
sensitive equipment such as pressure reducers, control valves, 
instrumentation equipment. In case of use on steam, it 
permits to get a dry steam and thus improves heat exchange 
efficiency. 
The SPR separator is dimensioned according to the AD 
Merkblatt 2000 code and the EC 97/23 Directive. It has a 
carbon steel construction with flanged connections. The 
device lowest point has to be equipped with a condensate 
drain for steam and liquid drain for compressed air. The 
highest point can be equipped with various accessories. 
It is necessary to think about an adequate support of the 
separator, based on its weight. 
 
 

AVAILABLE ITEMS 
DN 15 to DN 100 PN40 flanged connection 
DN 100 to DN 150 carbon steel and stainless steel on request 
 
 

EC 97/23 DIRECTIVE CATEGORY 

DN 15 20 25 32 40 50 65 80 100 125 150 

Category Cat. I Cat. I Cat. I Cat. II Cat. II Cat. II Cat. II Cat. III Cat. III Cat. III Cat. III 

 
 
LIMITS OF USE 

Max. allowable AIR pressure 40 bar 

Max. allowable AIR temperature 20 °C 

Max. allowable STEAM pressure 32 bar 

Max. allowable STEAM temperature 250 °C 

Hydraulic test pressure 60 bar 

 
 
CONSTRUCTION 

Body Carbon steel 

Base Carbon steel 

Flanges Carbon steel 
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CHARACTERISTICS 
The LT201 level switch is dedicated to the level control of tanks under pressure. The float movement activates 
a REED switch that permits the start-up or shut-off of a pump, the opening or closing of a solenoid valve or an 
electric actuator, the activation of an alarm. Horizontal mounting on BSP threaded 1"1/2 tapped installations. 
 
 
AVAILABLE ITEMS 
1"1/2 BSP connections 
 
 
LIMITS OF USE 

Max. allowable pressure (PS) 30 bar 

Min. / Max. allowable temperature (TS) -20 °C / +150 °C 

Min. fluid density 0.7 

Protection IP 65 

 
 
CONSTRUCTION 

Item Material 

Body AISI 316 stainless steel 

Float AISI 316 stainless steel 

Junction box AISI 316 stainless steel 

 
 
ELECTRICAL CHARACTERISTICS 

Contact form SPDT 

Operation mode The float closes the NC circuit 

Cutting capacity (power) 
3 A@250 V AC 

3 A@30 V DC 
 
 
DIMENSIONS (mm) 

A 150 

B 92 

C 100 

D 64 

E 40 

 


